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(57) ABSTRACT

Disclosed are a file download method, device and system. The
file download method comprises: obtaining a file identifier of
a target file from a first server in accordance with a source
download link of the target file; obtaining download mode
information about the target file from a second server in
accordance with the file identifier of the target file; and down-
loading the target file in accordance with the download mode
information about the target file. The present invention can
save maintenance costs and investments for a storage plat-
form.
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FILE DOWNLOAD METHOD, DEVICE AND
SYSTEM

CROSS-REFERENCES TO RELATED
APPLICATIONS

This application is a United States national phase applica-
tion of co-pending international patent application number
PCT/CN2012/084922, filed Nov. 20, 2012, which claims pri-
ority to Chinese patent application number 201210017755.3,
filed Jan. 19, 2012, the disclosures of which are incorporated
herein by reference.

FIELD OF THE INVENTION

The present invention relates to communication technolo-
gies, and in particular to a file download method, device and
system.

BACKGROUND OF THE INVENTION

The Peer-to-Peer (P2P) technology is a new network tech-
nology. In downloading a file, the speed of downloading the
file is dependent on the computing abilities and bandwidths of
participators in the network, instead of only a few servers.

A file to be downloaded may be downloaded to a P2P client
by clicking a download link. However, the link might be
broken during the process of downloading the file. The bro-
ken link means an invalid download link. In the case of the
broken link, the P2P client cannot finish downloading the file.

In order to avoid the case that the file cannot be downloaded
due to the broken link, the file for downloading is stored in the
cloud for a backup purpose during the downloading of the file,
and the download link corresponding to the file is also stored
in the cloud. Then, a new link is generated for the backuped
file stored in the cloud, and the new link is mapped to the
download link aforementioned. In the case that the download
link is broken, the new link aforementioned can still be found
via the download link and used for downloading the backuped
file in the cloud.

However, lots of the backuped files need to be stored in the
cloud during the above downloading processes, thus the stor-
age capacity of the cloud shall be large enough, and large
bandwidth is required by the cloud to provide the backuped
files. Therefore, maintenance and investment costs for the
cloud are expensive.

SUMMARY OF THE INVENTION
Technical Problem

The embodiments of the invention provide a file download
method, device and system, so as to save costs.

Technical Solution

The embodiments of the invention adopt the following
technical solutions.

A file download method, includes:

obtaining a file identifier of a target file from a first server
in accordance with a source download link of the target file;

obtaining download mode information about the target file
from a second server in accordance with the file identifier of
the target file; and

downloading the target file in accordance with the down-
load mode information about the target file;
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where, obtaining a file identifier of a target file from a first
server in accordance with a source download link of the target
file, includes:

sending the source download link of the target file to the
first server, so that the first server looks up a stored corre-
sponding relationship between the download link and the file
identifier in accordance with the source download link of the
target file to obtain the file identifier of the target file; and

receiving the file identifier of the target file from the first
server;

where, the file identifier is the Hash value of the target file.

A file download method, includes:

obtaining a file identifier of a target file from a first server
in accordance with a source download link of the target file;

obtaining download mode information about the target file
from a second server in accordance with the file identifier of
the target file; and

downloading the target file in accordance with the down-
load mode information about the target file.

A file download device, including:

a first obtaining unit, which is used for obtaining a file
identifier of a target file from a first server in accordance with
a source download link of the target file;

a second obtaining unit, which is used for obtaining down-
load mode information about the target file from a second
server in accordance with the file identifier of the target file;
and

a file download unit, which is used for downloading the
target file in accordance with the download mode information
about the target file.

A file download system, including:

a P2P client, which includes a file download device used
for: sending a source download link of a target file to a first
server, and obtaining a file identifier of the target file from the
first server; sending the file identifier of the target file to a
second server, and obtaining download mode information
about the target file from the second server; and downloading
the target file in accordance with the download mode infor-
mation about the target file.

the first server, which is used for providing the file identi-
fier of the target file for the P2P client; and

the second server, which is used for providing the down-
load mode information about the target file for the P2P client.

Beneficial Effects

With the file download method, device and system dis-
closed by the embodiments of the invention, the file identifier
of'the target file can be obtained via the source download link
of' the target file, then the download mode information about
the target file can be obtained on the basis of the file identifier
of'the target file, and then the target file can be downloaded in
accordance with the download mode information. As can be
seen from the above, a special storage platform established
for storing the copy of the target file and the download link
related to the target file in the prior art is not necessary in the
embodiments of the invention. Therefore, the maintenance
and investment for some storage platform are not needed for
the embodiments of the invention. Thus, compared with the
prior art, the file download method, device and system dis-
closed by the embodiments of the invention are advantageous
for cost saving.

BRIEF DESCRIPTION OF THE DRAWINGS

In order to clearly explain the technical solutions of the
embodiments of the invention, the figures used in the descrip-



US 9,100,380 B2

3

tions of the embodiments are briefly introduced as follows.
Obviously, the figures in the following descriptions only
show some embodiments of the invention, and other figures
can also be obtained based on the figures by those skilled in
the art without any creative work.

FIG. 1 is a schematic diagram of the file download system
according to a first embodiment of the invention;

FIG. 2 is a flow chart of the file download method accord-
ing to a second embodiment of the invention;

FIG. 3 is a flow chart of the file download method accord-
ing to a third embodiment of the invention;

FIG. 4 is a schematic diagram of the file download device
according to a fourth embodiment of the invention;

FIGS. 5 to 7 are schematic diagrams of the second obtain-
ing unit in the fourth embodiment of the invention; and

FIG. 8 is a schematic diagram of the file download device
according to a fifth embodiment of the invention.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS

The technical solutions in the embodiments of the inven-
tion are clearly and completely described as follows in com-
bination with the drawings appended to the embodiments of
the invention. Obviously, the described embodiments are
only a part of the embodiments of the invention instead of all
the embodiments. In light of the embodiments of the inven-
tion, all other embodiments obtained by those skilled in the
art without any creative work fall within the scope of the
invention.

Before the specific implementations of the embodiments of
the invention are described, the system to which the embodi-
ments of the invention are applied is introduced firstly.

As shown in FIG. 1 which is a schematic diagram ofthe file
download system disclosed by the first embodiment of the
invention, the file download system comprises: a plurality of
P2P clients 11, a tracker server 12, a Universal Resource
Locator To Hash (UrlToHash) server 13, and a Hash To URL
(HashToUrl) server 14. The UrlToHash server 13 may be used
as a first server described below; and any one or combination
of' the tracker server 12 and the HashToUrl server 14 may be
used as a second server described below. For example, the
tracker server 12 may be used as the second server described
below, or, the HashToUrl server 14 may be used as the second
server described below, or, the combination of the tracker
server 12 and the HashToUrl server 14 may be used as the
second server described below.

The P2P client 11 is a client for conducting file download,
e.g., a QQ cyclone client. In a specific application, the P2P
client includes a file download device described in the fol-
lowing embodiments. The P2P client is used for: sending a
source download link of a target file to the first server, and
obtaining a file identifier of the target file from the first server;
sending the file identifier of the target file to the second server,
and obtaining download mode information about the target
file from the second server; and downloading the target file in
accordance with the download mode information about the
target file.

The tracker server 12 is used for storing the information of
the online P2P clients and the corresponding relationships of
files stored at the P2P clients; and the P2P clients can inquire
the corresponding relationships.

The UrlToHash server 13 is used for storing the corre-
sponding relationship between the download link and the file
identifier. In the embodiment, the file identifier is the Hash
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value of the file, which is obtained by performing a Hash
algorithm on the file, and the Hash value uniquely corre-
sponds to the file.

The Hash algorithm includes, but is not limited to the
algorithms of MD4, MDS5, SHA1, SHA2 and the like. The
UrlToHash server is a generic term, and includes two servers
of eMuleToHash and TorrentToHash in addition to the com-
mon Http download protocol. The eMuleToHash server is
used for processing a corresponding relationship between the
eMule download link and the Hash value of the file; and the
TorrentToHash server is used for processing the seed of the
Bit-Torrent (BT) protocol and the Hash value corresponding
to the file included in the seed.

The HashToUrl server 14, is used for storing the corre-
sponding relationship between the file identifier and the
download link.

The specific working principle of each component in the
system aforementioned is described in combination with the
following embodiments.

As can be seen from the above, a special storage platform
established for storing the copy of the target file and the
download link related to the target file in the prior art is not
necessary in the present embodiment of the invention. There-
fore, the maintenance and investment for some storage plat-
form are not needed for the present embodiment of the inven-
tion. Thus, compared with the prior art, the file download
system disclosed by the present embodiment of the invention
is advantageous for cost saving.

As shown in FIG. 2, the file download method disclosed by
the second embodiment of the invention includes Steps 21-23
below.

At Step 21, A P2P client obtains a file identifier of a target
file from a first server in accordance with a source download
link of the target file.

Here, the source download link means a broken download
link, namely, the embodiment of the invention is applicable to
the case that the source download link is a broken link. As
mentioned above, the first server may be a UrlToHash server.
At Step 21, the P2P client sends the source download link of
the target file to the first server, in this case, the first server
looks up the stored corresponding relationship between the
download link and the file identifier in accordance with the
source download link of the target file, obtains the file iden-
tifier of the target file, and sends the file identifier of the target
file to the P2P client. Here, the file identifier may be the Hash
value of the target file.

At Step 22, the P2P client obtains download mode infor-
mation about the target file from a second server in accor-
dance with the file identifier of the target file.

In the embodiment of the invention, as mentioned above,
the second server may be a tracker server or a HashToUrl
server, or includes both the tracker server and the HashToUrl
server. Correspondingly, when the second server is the Hash-
ToUrl server, the download mode information is target down-
load link information corresponding to the target file, where
the target download link information is other download link
information that is provided by the HashToUrl server and
used for downloading the target file. When the second server
is the tracker server, the download mode information is the
information of a target P2P client containing the target file,
where the information of the target P2P client is the informa-
tion of other P2P client containing the target file and provided
by the tracker server. When the second server includes both
the tracker server and the HashToUrl server, the download
mode information includes target download link information
corresponding to the target file and the information of a target
P2P client containing the target file.



US 9,100,380 B2

5

Therefore, when the second server is the HashToUrl server,
and the download mode information is target download link
information corresponding to the target file, Step 22 includes
specifically that: the P2P client sends the file identifier of the
target file to the HashToUrl server; and the HashToUrl server
looks up the stored corresponding relationship between the
file identifier and the download link, obtains the target down-
load link information corresponding to the target file, and
sends the target download link information corresponding to
the target file to the P2P client.

When the second server is the tracker server, and the down-
load mode information is the information of a target P2P
client containing the target file, Step 22 is specifically that: the
P2P client sends the file identifier of the target file to the
tracker server; and the tracker server looks up the correspond-
ing relationship between the file and the P2P client, and
obtains and sends to the P2P client the information of a target
P2P client containing the target file.

When the second server is the combination of a HashToUr]
server and a tracker server, the P2P client can obtain both
target download link information corresponding to the target
file and the information of a target P2P client containing the
target file in accordance with the modes aforementioned,
respectively.

At Step 23, the P2P client downloads the target file in
accordance with the download mode information about the
target file.

After the download mode information about the target file
is obtained in Step 22, the target file can be downloaded by
virtue of the download mode information.

For example, the target file can be downloaded by using the
target download link information returned by the HashToUrl
server; and when a plurality of download links are included in
the target download link information, multi-link download
can also be started. For example again, the target file can also
be downloaded via the information of the target P2P client
returned by the tracker server. When the information of the
target P2P client includes the information of a plurality of
target P2P clients, one or more target P2P clients may be
selected in accordance with a certain algorithm to download
the target file. For example, a target P2P client closest to the
P2P client downloading the file can be selected for the down-
loading.

As can be seen from the above, a special storage platform
established for storing the copy of the target file and the
download link related to the target file in the prior art is not
necessary in the second embodiment of the invention. There-
fore, the maintenance and investment for some storage plat-
form are not needed for the present embodiment of the inven-
tion. Thus, compared with the prior art, the file download
method disclosed by the present embodiment of the invention
is advantageous for cost saving.

Additionally, because the copy of the target file and the link
thereof need not be stored on a certain storage platform, the
safety of some files that are more demanding for security can
also be ensured by utilizing the method disclosed in the sec-
ond embodiment of the invention.

In order to further improve the user experience, the third
embodiment of the invention is obtained by improvements on
the basis of the second embodiment of the invention, so that a
new download link can be generated for a broken link and
used for file downloading by users.

As shown in FIG. 3, the file download method disclosed in
the third embodiment of the invention includes:

Step 31: a P2P client obtains a file identifier of a target file
from a first server in accordance with a source download link
of the target file;
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Step 32: the P2P client obtains download mode informa-
tion about the target file from a second server in accordance
with the file identifier of the target file; and

Step 33: the P2P client downloads the target file in accor-
dance with the download mode information about the target
file.

Reference may be made to the descriptions of Steps 21-23
for detailed information of Steps 31-33.

The third embodiment of the invention may further include
any combination of the following Steps 34, 35 and 36.

Step 34 includes that: (a) the P2P client recalculates the file
identifier of the target file, and sends a download link used for
successfully downloading the target file and the recalculated
file identifier of the target file to the first server; and (b) the
first server stores the corresponding relationship between the
download link used for successfully downloading the target
file and the recalculated file identifier of the target file.

Here, the download link used for successtully download-
ing the target file refers to a download link used by the P2P
client for successfully downloading the target file.

Step 35 includes that: (a) the P2P client sends the download
link used for successfully downloading the target file and the
recalculated file identifier of the target file to a HashToUrl
server; and (b) the HashToUrl server stores the corresponding
relationship between the recalculated file identifier of the
target file and the download link used for successtully down-
loading the target file.

Step 36 includes that: (a) the P2P client reports information
indicating that the P2P client contains the target file to the
tracker server; and (b) the tracker server stores the corre-
sponding relationship between the target file and the P2P
client.

Therefore, the third embodiment of the invention is advan-
tageous for not only saving costs and ensuring the safety of
the target file, but also generating a new download link for the
broken link so that the new download link may be used by
other users for file downloading.

As shown in FIG. 4, the file download device disclosed in
the fourth embodiment of the invention includes:

a first obtaining unit 41, which is used for obtaining a file
identifier of a target file from a first server in accordance with
a source download link of the target file; a second obtaining
unit 42, which is used for obtaining download mode informa-
tion about the target file from a second server in accordance
with the file identifier of the target file; and a file download
unit 43, which is used for downloading the target file in
accordance with the download mode information about the
target file.

The first obtaining unit 41 includes: a first sending module,
which is used for sending the source download link of the
target file to the first server, so that the first server looks up the
stored corresponding relationship between the download link
and the file identifier in accordance with the source download
link of the target file to obtain the file identifier of the target
file; and a first receiving module, which is used for receiving
the file identifier of the target file from the first server.

As mentioned above, the second server can be a tracker
server or a HashToUrl server, or includes both the tracker
server and the HashToUrl server. Correspondingly, when the
second server is the HashToUrl server, the download mode
information is target download link information correspond-
ing to the target file. Therefore, the second obtaining unit 42
may have different in compositions.

Therefore, if the second server is a HashToUrl server and
the download mode information is target download link infor-
mation corresponding to the target file, as shownin FIG. 5, the
second obtaining unit 42 includes:
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a second sending module 421, which is used for sending
the file identifier of the target file to the HashToUrl server, so
that the HashToUrl server looks up the stored corresponding
relationship between the file identifier and the download link
to obtain the target download link information corresponding
to the target file; and a second receiving module 422, which is
used for receiving the target download link information cor-
responding to the target file from the HashToUrl server.

When the second server is a tracker server and the down-
load mode information is the information of a target P2P
client containing the target file, as shown in FIG. 6, the second
obtaining unit 42 includes:

a third sending module 423, which is used for sending the
file identifier of the target file to the tracker server, so that the
tracker server looks up corresponding relationship between
the file and the P2P client to obtain the information of the
target P2P client containing the target file; and a third receiv-
ing module 424, which is used for receiving the information
of the target P2P client containing the target file from the
tracker server.

When the second server is the combination of a HashToUr]
server and a tracker server, and the download mode informa-
tion includes target download link information corresponding
to the target file and the information of a target P2P client
containing the target file, as shown in FIG. 7, the second
obtaining unit 42 includes:

afirst processing module 425, which is used for sending the
file identifier of the target file to the HashToUrl server so that
the HashToUrl server looks up the stored corresponding rela-
tionship between the file identifier and the download link to
obtain target download link information corresponding to the
target file, and receiving the target download link information
corresponding to the target file from the HashToUrl server;
and a second processing module 426, which is used for send-
ing the file identifier of the target file to the tracker server so
that the tracker server looks up the corresponding relationship
between the file and the P2P client to obtain the information
of a target P2P client containing the target file, and receiving
the information of the target P2P client containing the target
file from the tracker server.

As can be seen from the above, a special storage platform
established for storing the copy of the target file and the
download link related to the target file in the prior art is not
necessary in the fourth embodiment of the invention. There-
fore, the maintenance and investment for some storage plat-
form are not needed for the present embodiment of the inven-
tion. Thus, compared with the prior art, the file download
device disclosed by the present embodiment of the invention
is advantageous for cost saving.

Additionally, because the copy of the target file and the link
thereof need not be stored on a certain storage platform, the
safety of some files that are more demanding for security can
also be ensured by utilizing the device disclosed in the fourth
embodiment of the invention.

As shown in FIG. 8, the file download device disclosed in
the fifth embodiment of the invention further includes an
uploading unit 44 in addition to the parts of the device dis-
closed in the fourth embodiment of the invention, and the
uploading unit 44 is used for performing any one or any
combination of the following operations.

Herein, the operations include:

recalculating the file identifier of the target file, and send-
ing a download link used for successfully downloading the
target file and the recalculated file identifier of the target file
to the first server, so that the first server stores the correspond-
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ing relationship between the download link used for success-
fully downloading the target file and the recalculated file
identifier of the target file;

sending the download link used for successtully download-
ing the target file and the recalculated file identifier of the
target file to a HashToUrl server, so that the HashToUrl server
stores the corresponding relationship between the recalcu-
lated file identifier of the target file and the download link
used for successfully downloading the target file; and

reporting information indicating that the target file is con-
tained in the file download device to the tracker server, so that
the tracker server stores the corresponding relationship
between the target file and the file download device.

Herein, reference may be made to the description of the
corresponding parts in the above fourth embodiment, for the
description of the first obtaining unit 41, the second obtaining
unit 42 and the file download unit 43 in the fifth embodiment,
and the second obtaining unit 42 may also adopt the structure
described in the fourth embodiment.

Therefore, in the fifth embodiment of the invention, costs
are saved, the safety of the target file is ensured, and a new
download link can be generated for a broken link and used by
other users for file downloading.

Herein, the device disclosed in the fourth or fifth embodi-
ment may be located in a P2P client.

It shall be appreciated by those skilled in the art that real-
ization for all or a part of procedures in the method disclosed
by the embodiments aforementioned can be performed by
related hardware instructed by a computer program, which
may be stored in a computer readable storage medium. The
program, when executed, can perform the procedures of the
methods in the above embodiments, for example. The storage
medium can be a disk, an optical disk, a Read-Only Memory
(ROM), or a Random Access Memory (RAM) and the like.

The above description only shows specific embodiments of
the invention, rather than limiting the scope thereof. All the
changes or replacements which readily occur to those skilled
in the art without departing from the technical scope dis-
closed in the invention shall fall within the protection scope of
the invention. Therefore, the protection scope of the invention
is defined by the claims appended.

The Implementation of the Invention

Industrial Practicability

The Free Content of the Sequence Table

The invention claimed is:

1. A file download method, comprising:

obtaining a file identifier of a target file from a first server
in accordance with a source download link of the target
file;

obtaining download mode information about the target file
from a second server in accordance with the file identi-
fier of the target file; and

downloading the target file in accordance with the down-
load mode information about the target file;

wherein, obtaining a file identifier of a target file from a first
server in accordance with a source download link of the
target file, comprises:

sending the source download link of the target file to the
first server, so that the first server looks up the stored
corresponding relationship between the download link
and the file identifier in accordance with the source
download link of the target file to obtain the file identifier
of the target file; and

receiving the file identifier of the target file from the first
server;

wherein the file identifier is a Hash value of the target file;
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wherein the second server is a HashToUrl server, and the
download mode information is target download link
information corresponding to the target file;

obtaining download mode information about the target file
from a second server in accordance with the file identi-
fier of the target file comprises:

sending the file identifier of the target file to the HashToUrl
server, so that the HashToUrl server looks up the stored
corresponding relationship between the file identifier
and the download link to obtain the target download link
information corresponding to the target file; and

receiving the target download link information corre-
sponding to the target file from the HashToUrl server.

2. The method of claim 1, wherein

the method further comprises any one or a combination of
steps of:

recalculating, by a P2P client, the file identifier of the target
file, and sending a download link used for successfully
downloading the target file and the recalculated file iden-
tifier of the target file to the first server, so that the first
server stores a corresponding relationship between the
download link used for successtully downloading the
target file and the recalculated file identifier of the target
file;

sending, by the P2P client, the download link used for
successfully downloading the target file and the recal-
culated file identifier of the target file to the HashToUrl
server, so that the HashToUrl server stores a correspond-
ing relationship between the recalculated file identifier
of'the target file and the download link used for success-
fully downloading the target file; and

reporting, by the P2P client, information indicating that the
target file is contained at the P2P client to the tracker
server, so that the tracker server stores a corresponding
relationship between the target file and the P2P client.

3. A file download method, comprising:

obtaining a file identifier of a target file from a first server
in accordance with a source download link of the target
file;

obtaining download mode information about the target file
from a second server in accordance with the file identi-
fier of the target file;

and downloading the target file in accordance with the
download mode information about the target file;

wherein obtaining a file identifier of a target file from a first
server in accordance with a source download link of the
target file, comprises:

sending the source download link of the target file to the
first server, so that the first server looks up the stored
corresponding relationship between the download link
and the file identifier in accordance with the source
download link of the target file to obtain the file identifier
of the target file;

and receiving the file identifier of the target file from the
first server;

wherein the second server is a HashToUrl server, and the
download mode information is target download link
information corresponding to the target file;

obtaining download mode information about the target file
from a second server in accordance with the file identi-
fier of the target file comprises:

sending the file identifier of the target file to the HashToUrl
server, so that the HashToUrl server looks up the stored
corresponding relationship between the file identifier
and the download link to obtain the target download link
information corresponding to the target file; and
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receiving the target download link information corre-
sponding to the target file from the HashToUrl server.

4. The method of claim 3, wherein

the method further comprises any one or a combination of
steps of:

recalculating, by the P2P client, the file identifier of the
target file, and sending a download link used for suc-
cessfully downloading the target file and the recalcu-
lated file identifier of the target file to the first server, so
that the first server stores a corresponding relationship
between the download link used for successfully down-
loading the target file and the recalculated file identifier
of the target file;

sending, by the P2P client, the download link used for
successfully downloading the target file and the recal-
culated file identifier of the target file to the HashToUrl
server, so that the HashToUrl server stores a correspond-
ing relationship between the recalculated file identifier
of the target file and the download link used for success-
fully downloading the target file; and

reporting, by the P2P client, information indicating that the
target file is contained in the P2P client to the tracker
server, so that the tracker server stores a corresponding
relationship between the target file and the P2P client.

5. A file download device, comprising:

a first obtaining unit, which is used for obtaining a file
identifier of a target file from a first server in accordance
with a source download link of the target file;

a second obtaining unit, which is used for obtaining down-
load mode information about the target file from a sec-
ond server in accordance with the file identifier of the
target file; and

a file download unit, which is used for downloading the
target file in accordance with the download mode infor-
mation about the target file;

wherein the first obtaining unit comprises:

afirst sending module, which is used for sending the source
download link of the target file to the first server, so that
the first server looks up the stored corresponding rela-
tionship between the download link and the file identi-
fier in accordance with the source download link of the
target file to obtain the file identifier of the target file; and

a first receiving module, which is used for receiving the file
identifier of the target file from the first server;

the second server is a HashToUrl server, and the download
mode information is target download link information
corresponding to the target file; and the second obtaining
unit comprises:

a second sending module, which is used for sending the file
identifier of the target file to the HashToUrl server, so
that the HashToUrl server looks up the stored corre-
sponding relationship between the file identifier and the
download link to obtain the target download link infor-
mation corresponding to the target file; and

a second receiving module, which is used for receiving the
target download link information corresponding to the
target file from the HashToUrl server.

6. The device of claim 5, wherein the device further com-

60 prises:

65

an uploading unit, which is used for performing any one or
any combination of operations comprising:

recalculating the file identifier of the target file, and send-
ing a download link used for successfully downloading
the target file and the recalculated file identifier of the
target file to the first server, so that the first server stores
a corresponding relationship between the download link
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used for successfully downloading the target file and the
recalculated file identifier of the target file;

sending the download link used for successfully download-
ing the target file and the recalculated file identifier of the
target file to the HashToUtl server, so that the Hash ToUr]
server stores a corresponding relationship between the
recalculated file identifier of the target file and the down-
load link used for successfully downloading the target
file; and

reporting information indicating that the target file is con-
tained in the download device to the tracker server, so
that the tracker server stores a corresponding relation-
ship between the target file and the file download device.

7. A file download system, comprising:

a P2P client, which comprises the file download device of
any one of claims 5-6, and is used for: sending a source
download link of a target file to a first server, and obtain-
ing a file identifier of the target file from the first server;
sending the file identifier of the target file to a second
server, and obtaining download mode information about
the target file from the second server; and downloading
the target file in accordance with the download mode
information about the target file;

a first server, which is used for providing the file identifier
of'the target file for the P2P client;

and a second server, which is used for providing the down-
load mode information about the target file for the P2P
client;

12

wherein the second server is a HashToUrl server, and the

download mode information is target download link
information corresponding to the target file, and the
HashToUrl server looks up the stored corresponding
relationship between the file identifier and the download
link, to obtain the target download link information cor-
responding to the target file; or

the second server is a tracker server, and the download

mode information is the information of a target P2P
client containing the target file; the tracker server looks
up a corresponding relationship between the file and the
P2P client, to obtain the information of the target P2P
client containing the target file; or

the second server is the combination of a HashToUrl server

and a tracker server, and the download mode informa-
tion includes target download link information corre-
sponding to the target file and the information of a target
P2P client containing the target file; the HashToUrl
server looks up the stored corresponding relationship
between the file identifier and the download link, to
obtain the target download link information correspond-
ing to the target file; the tracker server looks up a corre-
sponding relationship between the file and the P2P cli-
ent, to obtain the information of the target P2P client
containing the target file.
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